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Rated�current:�
VSWR:�
Insulator�resistance:�
IP�rating:�
Shielding�effciency:�
Salt�spray�corrosion�test:

6A��
1.01+0.17*f/GHz��
≥100MΩ��
IP�68��
at�10MHz>95dB/at�1GHz>80dB��
>144h�

Ambient�temperature:�
Endurance:�
Insulator:�
Connector�contacts:�
Housing:�
Impendace：�
�

-55℃〜+200℃
＞5000�cycles��
PTFE��
Brass�with�gold�plated��
Brass�with�Cr�plated��
50Ω��
�

Connector�series:�PSA��
Contact:��Male��
Locking�type:�Self-locking��
Orientation�type:�Straight��
Part�No.:�PSA.1E.650.CTACxx(Z)������
Mated�with:�FSA/FLN��series�

PSA�Straight�Plug,�Coaxial�Triaxial,�Cable�Collet

PSA�Straight�Plug,�250�Coaxial,�Cable�Collet

Note:�"X"�refers�to�part�number�definition��on�page�101

Connector�series:�PSA��
Contact:��Male��
Locking�type:�Self-locking��
Orientation�type:�Straight��
Part�No.:�PSA.1E.250.CTACxx(Z)������
Mated�with:�FSA/FLN��series�
Note:�"X"�refers�to�part�number�definition��on�page�101

General�information

General�information

Rated�current:�
VSWR:�
Insulator�resistance:�
IP�rating:�
Shielding�effciency:�
Salt�spray�corrosion�test:

12A��
1.01+0.23*f/GHz��
≥100MΩ��
IP�68��
at�10MHz>95dB/at�1GHz>80dB��
>144h�

Ambient�temperature:�
Endurance:�
Insulator:�
Connector�contacts:�
Housing:�
Impendace：�
�

-55℃〜+200℃
＞5000�cycles��
PTFE��
Brass�with�gold�plated��
Brass�with�Cr�plated��
50Ω��
�
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Electrical�&�Mechanical�Data�(�Multipole)

It�is�proposed�according�to�the�following�ratio�:�Operating�Voltage�(Us)�=�Test�voltage(Ue)�/�3�

Caution:

For�a�number�of�applications,�safety�requirements�for�electrical�appliances�are�more�severe�with�regard�to�operating�voltage.
In�such�cases�operating�voltage�is�defined�according�to�creepage�distance�and�air�clearance)�between�live�parts.

Insert�configuration
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Size Part.No Pin
Count

Pin�layout

Male Female

Contact�
Dim
(mm)

Rated�
current
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Contact�type Test�voltage

(KV�rms)
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