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Note:�"X"�refers�to�part�number�definition��on�page�103

Connector�series:�ASG��
Contact:�Hermaphroditic��
Key:�G�
Locking�type:�Self-locking��
Orientation�type:�Straight��
Part�No.:�ASG.XL.XXX.CLLCXXZ��
Mated�with:�PSG/PAG�series���

ASG�Free�Socket,�Key(G),�Nut�For�Bend�Relief

Ambient�temperature:�
Endurance:�
Insulator:�
Connector�contacts:�
Housing:�

Seal/O-ring:�
Insulation�resistance:�
IP�rating:�
Shielding�effciency:�
Salt�spray�corrosion�test:

-55℃��~�+�200℃�
＞5000�cycles��
PEEK��
Brass�with�gold�plated��
Brass�with�Cr�plated���

Silicone��
≥100MΩ��
IP68��
at�10MHz>95dB/at�1GHz>80dB��
>144h

General�Information

Size Dimensions(mm)
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Note:�"X"�refers�to�part�number�definition��on�page�103

Connector�series:�PRG��
Contact:�Hermaphroditic��
Key:�G�
Locking�type:�Self-locking��
Orientation�type:�Straight��
Part�No.:�PRG.XL.XXX.CLLCXX��
Mated�with:�PSG/PAG�series�

PRG�Fixed�Socket,�Key(G),�Cable�Collet

Ambient�temperature:�
Endurance:�
Insulator:�
Connector�contacts:�
Coupling�nut/screw:�
Housing:��

Seal/O-ring:�
Insulation�resistance:�
IP�rating:�
Shielding�effciency:�
Salt�spray�corrosion�test:�

-55℃��~�+�200℃�
＞5000�cycles��
PEEK��
Brass�with�gold�plated��
Brass�with�nickel�plated��
Brass�with�Cr�plated��

Silicone��
≥100MΩ��
IP68��
at�10MHz>95dB/at�1GHz>80dB��
>144h

General�Information

Size Dimensions(mm)
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13 34 7
15 45 9
19 54 12

A e E L M S1 S2
18 M14*1.0 5.5 34 4.0 812.5
20 M16*1.0 9.0 45 4.5 914.5
25 M20*1.0 9.0 54 5.0 1218.5
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Note:�Panel�cut-out�(page�164)

0L. 304. . C L C 40PSG A Z

Electrical�&�Mechanical�Data�(�Multipole)

It�is�proposed�according�to�the�following�ratio�:�Operating�Voltage�(Us)�=�Test�voltage(Ue)�/�3�

Caution:

For�a�number�of�applications,�safety�requirements�for�electrical�appliances�are�more�severe�with�regard�to�operating�voltage.
In�such�cases�operating�voltage�is�defined�according�to�creepage�distance�and�air�clearance)�between�live�parts.

Insert�configuration
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Size Part.No Pin
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Pin�layout
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