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Electrical�&�Mechanical�Data

First�Recommendation�  It�is�proposed�according�to�the�following�ratio�:�Operating�Voltage�(Us)�=�Test�voltage(Ue)�/�3�
Caution:
For�a�number�of�applications,�safety�requirements�for�electrical�appliances�are�more�severe�with�regard�to�operating�voltage.
In�such�cases�operating�voltage�is�defined�according�to�creepage�distance�and�air�clearance)�between�live�parts.
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2P�Series,�PNB�Fixed�Socket, Key(B), High�Voltage

Ambient�temperature:�
Endurance:�
Insulator:�
Connector�contacts:��
�
�

Outershell:�
IP�rating:�
Insulator�resistance:�
Backnut:��

-50�°C��~�+�150�°C��
＞1000�cycles��
PTFE�
Brass�with�gold�plated���
�
��

PSU��
IP50��
≥100MΩ��
PSU���

General�Information

Connector�series:��PNB��
Contact:��Female��
Locking�type:��Self-locking��
Mounting�type:��Straight��
Part�No.:��PNB.2P.326.GTLG��������
Mated�with:��PFB�series��

Contact�parameter

Test�voltage

4000V

Rated�current

2.5A

ØA�(mm)

0.5

Adapter�wire�diameter

30AWG

Ø
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4

8.5�Max

M
15
*1
.0

S13.5

Insulation�at�both�ends

Ø
A


